
SUNTUF® Technical G uide 
Profile: SU N TU F® G RECA  76 (G reca/Trapeze) 

©PALRAM Industries. All rights reserved. 

 

 

Profile D raw ing  
 

 
 
 
                            660, 810, 1040, 1064, 1260, 1870 
 

 

Profile D im ensions  

Profile 
(m m ) 

Thickness 
(m m ) 

Length 
(m ) 

O verall w idth 
(m m ) 

Cover W idth 
(m m ) 

Side-Lap 
( %  ) 

810 760 6.2 

1260 1216 3.4 76 / 18 0.8 1.5 - 11.8 

1870 1824 2.4 

 
 

Load / Sp an D ata 

Load (K g/ m 2) 50    80 110 

M axim um  Roof Sp an (m m )      1100       1000       900 

 
 
� The specified dim ensions do not supersede the requirem ents of local construction codes. 

� The m axim um  purlin spans are based on continuous beam  calculation m odel and practical testing. 

The criterion for allow ed deflections is L/20. 

� In vertical w alls the spans can be increased by 10% . 

� The m entioned load refers to both w ind and snow  loads.  

� M inim um  recom m ended slope – 10% . 

� M axim um  recom m ended panel length - 7.0 m . 

 
 
 
 
Curved Roof   

� M inim um  curving radius 4.0 m .  
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Positioning  

� M ake sure the U V protected side faces out. 

� Side-lap of SU N TU F panels m ust be installed against the prim ary direction of rain. 

� The SU N TU F panels m ust be located and installed w ithout any stresses. 

D o not pull, stretch or force the sheets w hen the profiles are not perfectly m atched. 

� SU N TU F sheets should overhang M in. 50m m  and M ax. 200m m  beyond the last fixings line. 

 
 
Fastening                     

� A pply sealing tape over the SU N TU F panel side-lap corrugation crests, w here covered by the next panel. 

� A pply sealing tape along the bottom  and top End-lap (if there is), along screw s centerline or tw o tapes�

on both sides of screw  centerline.  

� Pre-drill 10m m  holes at crests w here screw s are positioned. 

� Start fastening the screw s from  the first side-lap (left) through the pre-drilled holes (3). 

� Start fastening the screw s on the low er edge purlin (End-lap), through every other corrugation crest (1). 

� Fasten screw s at the internal purlins, through every third corrugation crest, starting at the sam e side (2). 

� Fasten screw s at the upper edge purlin, through every other corrugation crest, starting at the sam e side 

(1). 

� D o not over-tighten! 

� Fasten the stitching screw s at every 300 m m  (4). 

 

 

 

Fastening Location 

 

1)  

 

  

2)   

 

3)                                                                                    4)  

 � 

 

 

 

Screw s and W ashers Sp ecification  

� Crest fixing: Self-drilling 5.5m m  (¼ ") x 40m m  (1½") screw  + m atched m etal crest rider (Storm  w ashers) 

w ith EPD M  gasket. 

� Side Stitching: 5.5m m  x 25m m  (¼ ”x1") Stitching Screw s (G rom m et seals) w ith EPD M  seal. 
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�  Im p ortant Notes 

� U se only PA LRA M  approved accessories, including EPD M  rubber w ashers, silicones, 

sealing tape, closure fixtures etc. 

� For clear SU N TU F onto w ooden purlins, apply w hite acrylic paint, or alum inum  tape, in 

order to prevent over-heating of the purlins. 

 

 

Cutting Tip s 

� U se jigsaw  or circular saw  w ith fine tooth blades. 

� A pply high blade speed w ith m oderate feeding rate.  

� Support the sheets near the cutting line.  

� Clean the dust and cutting chips after cutting.  

 

 

Fastening Tip s 

� U se adjustable electric screw driver. 

� The screw  m ust be installed perpendicular to the SU N TU F sheet.   

� Im p ortant: D o not over-tig hten. 

 

 

Safety  

� D o not step directly on the panel. 

� U se stepping boards. 

� W ork according to local safety regulations.          

 

 

H andling and Storage 

� Store in a shaded place, protect from  direct sunlight and rain.   

� A void covering the sheets w ith heat absorbing m aterials. 

� A void contact or environm ent of chem icals. 

� Protect the sheets from  any physical dam age.  

 
 
 
 
 
 
 
 
 
 
Inasm uch as PALRAM  Industries has no control over the use to w hich others m ay put the m aterial, it does not guarantee that the sam e results as those described herein w ill 
be obtained. Each user of the m aterial should m ake his ow n tests to determ ine the m aterial’s suitability for his ow n particular use. Statem ents concerning possible or 
suggested uses of the m aterials described herein are not to be construed as constituting a license under any PALRAM  Industries patent covering such use or as 
recom m endations for use of such m aterials in the infringem ent of any patent. PA LRAM  Industries or its distributors cannot be held responsible for any losses incurred 
through incorrect installation of the m aterial. In accordance w ith our com pany policy of continual product developm ent you are advised to check w ith your local PALRA M  
Industries supplier to ensure that you have obtained the m ost up to date inform ation. 


