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Application Guideline for
Roofing and Cladding - South Africa

Product Type

ZincAL® AZ 200
ZincAL® AZ 150

ZincAL® AZ 100

Product Type

ColorPlus® AZ 200
ColorPlus® AZ 150

ColorPlus® AZ 100

100 - 400m
Extreme Industrial,
Coastal and Offshore

Recommended
(Cut edge to be sealed)

Not Recommended

Not Recommended

100 - 400m
Extreme Industrial,
Coastal and Offshore

Recommended
(Cut edge to be sealed)

Not Recommended

Not Recommended

401 -1000m
Industrial, Coastal
and Aggressive areas

Recommended

Recommended
(No exposed bottom surface)

Not Recommended

401 -1000m
Industrial, Coastal
and Aggressive areas

Recommended

Recommended
(No exposed bottom surface)

Not Recommended

1 -40km
Industrial, Polluted Urban,
Coastal with no salt spray

Recommended

Recommended

Recommended

1 -40km
Industrial, Polluted Urban,
Coastal with no salt spray

Recommended

Recommended

Recommended

@D

> 40km
Urban, Rural, low levels
of airborne pollution

Recommended

Recommended

Recommended

ZA

COLORPLUS®

> 40km
Urban, Rural, low levels
of airborne pollution

Recommended

Recommended

Recommended

" Provisional Warranty recommended on Projects: < 1km from ocean, excluded from C1-C5 corrosion zones/highly corrosive,
> 500m? or outside South African borders

" All Safal Steel Prime material is branded on the backing coat - insist on Safal Steel material

" For any technical queries please contact Safal Steel and ask for the representative in your area Tel: 031 782 5500

" Effective 16th September 2016
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